
 

 
 
 
 

PRODUCT INFORMATION  
LAURIZART RESIN SLOW &QUICK cure epoxy system  

resistant to yellowing, protected with UV filters 
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PRODUCT INFORMATION 

 

RESIN HARDENER MIXING RATIO by weight 

LAURIZART RESIN SLOW part A LAURIZART RESIN SLOW part B 100:45 

LAURIZART RESIN QUICK part A LAURIZART RESIN QUICK part B 100:45 

 

Application 

 

Castings and encapsulation which need true transparency and resistance to yellowing. 

 

Processing 
 

Manual casting. Under vacuum casting. Room temperature curing. 

LAURIZART RESIN SLOW cure: Maximum recommended thickness 100 mm. 

LAURIZART RESIN QUICK cure: Maximum recommended thickness 10 mm. 

 

Description 

Two components colourless, transparent epoxy system. The system is based on a low viscosity 

unfilled resin and an amine hardener. 

LAURIZART RESIN SLOW cure system has a long pot-life, low exothermic peak. The system can 

be used for casting to a maximum of 3-5 cm on furniture/surface tops or casting to a maximum 

of 10 cm in thickness for a mass of 1 litre. 

 

LAURIZART RESIN QUICK cure is an accelerated version of the product LAURIZART RESIN SLOW. 

The system can be used for casting to a maximum of 1 cm in thickness and for surface finishing 

(e.g. lenticular labels). Good resistance towards UV, however, exposure to UV for long time 

causes a yellowing of the material. 

 

The system is RoHS compliant (European directive 2002/95/EC) and the new RoHS Directive 

2011/65/EU (RoHS 2) entered into force on 21 July 2011 and requires Member States to 

transpose the provisions into their respective national laws by 2 January 2013. 
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SYSTEM SPECIFICATIONS 

 

 LAURIZART RESIN SLOW part 

A –resin 

LAURIZART RESIN SLOW part 

B-hardener 

viscosity at 25°C (mPas) 650-950 180-300 

color colourless colourless 

density at 25°C (g/ml) 1,10-1,14 0,99-1,01 

   

 LAURIZART RESIN QUICK 

part A –resin 

LAURIZART RESIN QUICK 

part B-hardener 

viscosity at 25°C (mPas) 650-950 250-350 

color colourless colourless 

density at 25°C (g/ml) 1,10-1,14 0,98-1,02 

 

PROCESSING DATAS 

 

 LAURIZART RESIN SLOW  

part A –resin & part B 

LAURIZART RESIN QUICK  

part A –resin & part B 

mixing ratio by weight (g) 100:45 100:45 

mixing ratio by volume (ml) 100:50 100:50 

pot life at 25°C  (min) 

40mm; 100 ml 

50mm; 200 ml 

 

- 

- 

 

55-65 

45-55 

pot life at 25°C (min) 

(doubled initial viscosity) 

 

75-95 

 

35-45 

exothermic peak at 25°C (°C) 

40mm, 100ml 

50mm, 200ml 

 

- 

- 

 

130-150 

170-190 

initial mixture viscosity at 

25°C (mPas) 

 

400-700 

 

400-600 

gelation time at 25°C  

15ml, 6mm 

100ml 

 

10-12 h 

140-180 min 

 

4-5 h 

50-70 min 

demoulding time at 25°C 

15ml, 6mm 

 

36-48 h 

 

18-24h 
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TYPICAL CURED SYSTEM PROPERTIES  

(Properties determined on specimens cured: 24h TA +15 h 60°C) 

 

 LAURIZART RESIN SLOW  

part A –resin & part B 

LAURIZART RESIN QUICK  

part A –resin & part B 

colour colourless colourless 

density at 25°C (g/ml) 1,08-1,12 1,08-1,12 

hardness at 25°C, Shore D 80-85 80-85 

glass transition (Tg); °C 61-67 52-58 

water absorption (24h RT); % 0,15-0,25 0,15-0,25 

water absorption (2h; 100°C); 

% 

0,95-1,15 0,95-1,15 

Max.recommended operating 

temperature °C 

55 50 

Flexural strength, MN/m2 90-102 69-78 

Maximum strain, % 4,0-5,5 3,5-5,5 

 

PRODUCT INFORMATION 

 

Instructions: Add the appropriate quantity of hardener to the resin, mix carefully. Avoid air 

trapping. For some applications it can be useful to pre-heat the components and/or carry on a 

deaeration step under vacuum of the mixture before casting. 

 

Curing/Post-curing: For a room temperature curing system post-curing allows fast stabilization 

of the material and obtainment of the best electrical and mechanical properties. During the 

curing process it is advisable to avoid thermal variations higher than 10°C/hour. 

 

Storage:Epoxy resin and their amine based hardeners can be stored for one year in the original 

sealed containers stored in a cool, dry place. The hardeners are moisture sensitive therefore it 

is good practice to close the vessel immediately after each use. 

 

Handling precautions: Refer to the safety data sheet and comply with regulations relating to 

industrial health and waste disposal.  
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